
S-100/S-57 based ECDIS

S-101

S-100

Portrayal requirements

IMO Guidelines
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S-413

Discuss with IMO whether

these Guidelines are

applicable to SENC 

provision by Radio 

To be used for cross check of data currentness by PSC 

officers

Back -up of S-100/S-57  

based ECDIS

Current development status is not S-100 Ed. 4 compliant, 

fixing work is in progress

S-411 could be interoperability level 1 or 2 as this information

could have navigational significance. 

S-412 is planned to be the meteorological side of S-124

S-98+

Route planning Interoperability

Enhanced S-98

Level 0, 1, or 2 (at user choice)

Pending, development subject to request

See IHO Report to IMO/NCSR8

S-131

Route Monitoring data 

product set

Additional data product 

set for Route Planning

Specifications 

under 

development

S-414

Simple overlay
(Interoperability level 0)

IMO Guidelines

• „Interim guidelines for the harmonized display of navigation 

information  received  via  communication  equipment” 

(MSC.1/Circ.1593)

• “Guidelines for the standardization of user interface design for 

navigation equipment, S-Mode” (MSC.1/Circ.1609) 

• “Amended Guidelines for the presentation of navigational-

related symbols, terms and abbreviations” 

(SN.1/Circ.243/Rev.2)


